
E A S T E R N  R E S E A R C H  G R O U P .  INC. 

MEMORANDUM 

TO: Jim Eddinger, U. S. Environme S (C439-01) 

FROM: Jeanette Alvis, Christy Burlew, and Roy Oommen, Eastern Research Group 
(ERG), Morrisville 

DATE: October, 2002 

SUBJECT: Development of Model Units for the Industrial/Commercial/Institutional Boilers 
and Process Heaters National Emission Standards for Hazardous Air Pollutants 

1.0 INTRODUCTION 

This memorandum describes the development of model units for the 

Industrial/Commercial/Institutional Boiler and Process Heater NESHAP. Model units were 

created to represent approximately 58,500 combustion units in the boiler and process heater 

major source population database so that an impacts analysis could be performed on a reasonable 

number of units and could be conducted in a practical and timely manner. Additionally, 

complete characterization information was not available for every boiler and process heater in the 

database. The development of model units involved reviewing parameters that distinguish and 

characterize each unit, such as the materials combusted and heat input capacity (in million British 

thermal units per hour (MMBtdhr)). Model units were defined based on various combinations 

of the parameters so that the boiler and process heater population would be accurately 

represented by the models. 

Section 2.0 of this memorandum discusses the procedures used to develop general model 

units. Section 3 .O describes additional parameters developed to define general model units. 

Section 4.0 describes the development of specific model units with control device levels from the 

general model units. Section 5.0 discusses the distribution of boilers and process heaters into 
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control level model units for the purpose of totaling the number of boilers and process heaters per 

model unit for the impacts analysis. 

2.0 DEVELOPMENT OF GENERAL MODEL UNITS 

General model units were developed from basic information (excluding control device 

information) that was available for the majority of boilers and process heaters in the population 

database and was determined to be necessary in characterizing and distinguishing each model 

unit. The basic information includes heat input capacity, materials burned, and combustor 

design. 

The formation of the population database is described in the memorandum Development 

of the Population Database for  the Industriul/Co~nn~erciul/Institutional Boilers and Process 

Heaters National Emission Standards for Hazardous Air Pollutants. The population database 

was created using the Industrial Combustion Coordinated Rulemaking (ICCR) Inventory version 

4.1 and Survey version 3 .O databases. Descriptions of tables and fields in the population 

database can be found in the memoranda Description of the ICCR Inventory Database, Versions 

4.0 and 4.1' and Description of Fields in the ICCR Survey Database Version 3.0. ' 

2.1 Model Unit Material Combinations 

This section describes the creation and refinement of model unit material combinations 

and assumptions used to assign the material combinations to boilers and process heaters in the 

population database. 

2.1.1 Creation of Model Unit Material Combinations 

The population database indicates that approximately 65 different fkels in various 

combinations are combusted by boilers and process heaters. The different fuels were grouped 

into a smaller number of material categories in order to estimate impacts on a more manageable 

number of model units and because adequate information was not available for all fuels. All 

existing fuels were reviewed and standardized into eight material categories: coal, gas, liquid 

fossil he1 (including waste oil), non-fossil liquid, non-fossil solid, bagasse, other biomass, and 

wood. For example, anthracite coal, bituminous coal, sub-bituminous coal, lignite coal, waste 
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coals, petroleum coke, and peat were all identified as “coal”. Similarly, tires, construction 

derived waste, plastics, refuse derived fuel, and industrial solid waste were all identified as “non- 

fossil solid”. Table 2-1 presents how the original fuels identified in the population database are 

associated with the seven material categories. 

Table 2-1. Correlation of Database Fuels to Seven Material Categories 

Fuel in Population Database 

Anthracite Coal 

Anthracite Waste Coal (culm) 

Bituminous Coal 

Bituminous Waste Coal (gob) 

Coal 

Lignite Coal 

Peat 

Petroleum Coke 

Sub-bituminous Coal 

Biogas (includes sewage digester gas) 

Blast Furnace Gas 

Butane 

Carbon Monoxide Gas 

Coke Oven Gas 

Hydrogen 

Landfill Gas 

Liquified Petroleum Gas 

Natural Gas 

Other Gas 

Petrochemical Process Gas 

Petroleum Refining Process Gas 

Process Coproduct Gas 

Process Gas Unspecified 

Propane 

Material Category 

Coal 

Gas 
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Table 2-1. Correlation of Database Fuels to Seven Material Categories (Continued) 

Crude Oil 

Diesel Fuel 

JP-8 Aviation Fuel 

No. 2 Distillate Oil 

No. 4 Fuel Oil 

No. 5 Fuel Oil 

No. 6 Residual Oil 

Fuel in Population Database 

Liquid Fossil Fuel 

I Material Category 

Tires 

Agricultural Waste 

Bagasse 

Other Biomass 

Bagasse 

Oil I 
Waste Oil I 
Aqueous Waste 

Liquid Waste 

Other Liquid 

Process CoProduct Liauid 

Non-fossil Liquid 

Construction Derived Waste 

Decorative Lam InateiCast Polymer Scrap 

Industrial Sludge 

Industrial Solid Waste (non-hazardous) 

Industrial Wastewater Sludge 

MunicipaliCominerciaI Solid Waste: Type 0 - Trash 

Non-fossil Solid MunicipaliCoinmerciaI Solid Waste: Type 2 - Refuse 

MunicipaliCornrnercial Solid Waste: Type 3 - Garbage 

Other Solid 

Plastics I 
Process Coproduct Solid 

Process Engineered Fuels 

Refuse Derived Fuel 
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Table 2-1. Correlation of Database Fuels to Seven Material Categories (Continued) 

Fuel in Population Database 

Adulterated Coproduct: Other Wood 

Adulterated Coproduct: Plywood/Particle board/Finished 

Adulterated Coproduct: Treated 

Dried Milled Lumber 

Timber: Little Bark 

Timber: Mostly Bark 

Timber: Whole Tree 

Sawdust 

Wood Composed of > 20% Sander Dust 

Wood Unspecified 

Material Category 

Wood 

Once these 8 material categories had been created, 18 material combinations were created 

from them to represent the existing fuel type combinations (for example, bituminous coal, 

residual fuel oil, and natural gas; or sawdust and waste oil) in the population database. The 

18 material combinations were: 

coal; 

wood; 

other biomass; 

bagasse; 

gas; 

distillate liquid fossil fuel; 

residual liquid fossil fuel; 

non-fossil liquidhon-fossil solid; 

coal/wood; 

coal/wood/non-fossil liquid/non-fossil solid; 

woodhon-fossil liquidhon-fossil solid; 

wood/other biomass/non-fossil liquidhon-fossil solid; 

wood/other biomass/liquid fossil fuel; 
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gadliquid fossil fuel; 

gashon-fossil liquidhon-fossil solid; 

0 gaslwood; 

0 gadother biomass; and 

liquid fossil fuelhon-fossil liquid/non-fossil solid. 

Telephone contacts4 and review of database information indicated that boilers burning 

natural gas and/or liquid fossil fuels in small quantities in combination with coal, wood, or non- 

fossil materials are using the gas and/or liquid fossil fuel as startup, backup, or supplemental fuel 

only. Therefore. the gas and/or liquid fossil fuel was considered to be insignificant when 

developing unique model unit material combinations for these types of boilers. 

Boilers and process heaters were assigned one of the 18 material combinations using the 

fuel data available in the population database. For example, a boiler combusting natural gas and 

bagasse would be identified as “bagasse”. Similarly, a boiler combusting bituminous coal and 

dried milled lumber would be identified as “coal/wood”. In addition, based on the assumption 

concerning small quantities of gas and/or liquid fossil fuel, a boiler combusting bituminous coal, 

dried milled lumber, and natural gas would also be identified as “coal/waod”. 

Material combinations that include “non-fossil liquid/non-fossil solid” were assigned to 

units that fire either of these materials 

burns coal, wood, and a process liquid; a boiler which burns coal, wood, and sludge; and a boiler 

which burns coal. wood, liquid waste, and industrial solid waste would all be assigned the 

“coal/wood/non-fossil liquidhon-fossil solid” material combination. 

a combination of both. For example, a boiler which 

2.1.2 Refinement of Model Unit Material Combinations 

Emission factors in Ib/MMBtu were developed from data in the boiler emissions test 

database, which was developed from the ICCR Emissions Test Database version 5.0.5,6,7 A 

review of the emission factor data for fuel types corresponding to the 18 material combinations 

indicated that some model unit material combinations would need to be combined in order for 

each model unit to have adequate emission factor data to complete the impacts analysis. For 

example, “coal/wood” and “coal/wood/non-fossil liquidhon-fossil solid” were combined 

because the latter material combination did not have an adequate number of emission factor data 
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points in the boiler emissions test database. Because non-fossil materials in the existing 

population were co-fired at very low percentages, the combination of model units involving non- 

fossil fuels is expected to have no effect on the representativeness of the emission factors. The 

material combination “coal/wood/non-fossil liquidhon-fossil solid” now includes units that 

combust only coal and wood; coal, wood, and a non-fossil liquid; coal, wood, and a non-fossil 

solid; or coal, wood, a non-fossil liquid, and a non-fossil solid. Similarly, “gas/liquid fossil 

fuel”, “gas/wood”, and “gadother biomass” were combined into one material combination. The 

18 material combinations were combined in this manner to create 10 final model unit material 

combinations: 

e 

e 

e 

e 

e 

e 

e 

e 

e 

e 

coal; 

coal/wood/non-fossil liquidhon-fossil solid; 

gas; 

gas/wood/other biomass/liquid fossil fuel; 

distillate liquid fossil fuel; 

residual liquid fossil fuel; 

non-fossil liquidhon-fossil solidgas; 

wood; 

wood/other biomasdnon-fossil liquidhon-fossil solid; and 

bagasse/other. 

2.1.3 Procedures and Assumptions in Assigning Model Unit Material Combinations 

The population database is comprised of two separate databases, the Survey database 

(which contains information on units burning non-fossil fuels) and the Inventory database (which 

contains mostly information on units burning fossil fuels). For those units in the Survey 

component of the population database, the material code and % annual input data provided by 

ICR respondents were used to determine fuel types and material combinations. The basis for 

determining fuel types for boilers and process heaters in the Inventory component of the 

population database was the Source Classification Code (SCC) description. The Inventory 

component also includes a “Fuel Type” field which is populated approximately 30% of the time 

for boilers and often includes extraneous information instead of actual fuel data. In contrast, the 
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fuel data provided in the SCC description are available for all boilers and process heaters because 

at least one SCC is associated with each combustion unit. In addition, the “Fuel Type from 

SCC” field contains standardized fuel codes. Therefore, the “Fuel Type from SCC” field was 

used to assign material combinations to those boilers and process heaters in the Inventory 

component of the population database. 

There are 273 boilers in the population database for which fuel data are not available. 

Therefore, fuel data for approximately 42,950 boilers were considered in creating model unit 

material combinations. Because they comprise such a small percentage of the total population, 

the boilers without fuel data were not used in subsequent analyses. There are 1,140 process 

heaters in the population database for which fuel data are not available, and therefore could not 

be assigned a model unit material combination. Section 5.3 describes how these process heaters 

without fuel data were handled in subsequent analyses. 

There were three exceptions to the procedure of assigning boilers in the population 

database a material combination based on data in the “Fuel Type from SCC” field. First, for 

boilers in the Inventory component of the population database with SCC descriptions that 

indicate that they are coal- or oil-fired, the combustor descriptions were reviewed to determine if 

the boilers actually burn a different type of fuel. This review was done to veri3 an analysis 

comparing fuel usage reported in Department of Energy (DOE) reports to values from the 

population database which indicated that some revisions needed to be made to the population 

database. ’ Boilers which were determined through this review to bum only gas were reassigned 

the “gas” material combination. The review also indicated that a few boilers which were initially 

indicated to be coal boilers by the SCC description were actually liquid fossil fuel boilers and 

were reassigned a different model unit material combination accordingly. These changes are 

based on the assumption that a combustor description is facility-specific information provided by 

the facility and would therefore be more accurate than the SCC description. 

Boilers in the Inventory component of the population database with SCC descriptions that 

indicate that they combust a combination of distillate fuel oil and natural gas were assumed to 

predominantly fire natural gas. This assumption is based on distillate fuel oil being more 

expensive than natural gas and distillate fuel oil typically being used only as a supplemental or 

startup fuel, rather than a primary fuel. Therefore, all of the boilers that were indicated to bum 

only a combination of distillate fuel oil and natural gas were assigned the “gas” material 
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combination instead of the “distillate liquid fossil fuel” material combination. This assumption 

did not apply to boilers that combust any type of gas other than natural gas in conjunction with 

distillate fuel oil. For example, a boiler which combusts process gas and distillate fuel oil was 

not reassigned the “gas” material combination. The assumption would not be valid for this type 

of boiler because a facility might not have the ability or the capacity to fire as much process gas 

as needed to operate the boiler. 

Boilers in the Inventory component of the population database with SCC descriptions that 

indicate that they combust a combination of residual fuel oil and natural gas were assumed to 

predominantly fire natural gas. This assumption is based on residual fuel oil being more difficult 

to burn than natural gas and natural gas often being a cheaper and easier option if a combustion 

unit has the ability to burn natural gas. This assumption did not apply to boilers that combust any 

type of gas other than natural gas in conjunction with residual he1 oil. This assumption also did 

not apply for the few boilers which fire a combination of natural gas and residual fuel oil and 

have an add-on air pollution control device. It was assumed that if a natural gasiresidual he1 oil 

boiler has an add-on control device for metals and/or particulate matter, the boiler is probably 

predominantly firing residual fuel oil. All of the boilers that were indicated as burning a 

combination of residual fuel oil and natural gas, and were not identified as having an add-on 

control device, were assigned the “gas” material combination instead of the “residual liquid fossil 

fuel” material combination. 

2.2 Model Unit Combustor Designs 

Boiler design information in the population database was reviewed to determine model 

unit combustor designs. For boilers in the Inventory component of the population database, 

combustor design information is provided in the SCC description. Approximately 60 SCC 

descriptions which pertain to boilers indicate a design type of pulverized coal, stoker, or 

fluidized bed, while the remaining boiler SCC descriptions do not indicate a design type. Boiler 

design data in the Survey component of the population database are based on check box 

responses from an ICCR Information Collection Request (ICR) Questionnaire. Respondents 

could check as many design descriptions as applied to their boilers, from a list provided in the 

questionnaire. The list is presented in Appendix A. 

9 01 54-01 -0limodel unitswpd 



Boilers in the population database were initially grouped into four categories based on 

combustor design: wall-fired/pulverized coal (including cyclone-fired); stokeddutch oven; 

fluidized bed; and other. Boilers were divided into these categories so any potential differences 

in emissions, size ranges, and other parameters could be evaluated. Any boilers in the population 

database for which there was not specific combustor design information available were 

distributed among the design types according to the existing distribution of the known 

population. 

Review of the information available to develop emission factors for model units indicated 

that emissions data availability was very limited for each of the four combustor design categories. 

Additionally, emission characteristics (for example, type of pollutant) were determined to be 

more influenced by the type of fuel burned rather than the combustor type. Information required 

to be input into costing algorithms (for example, pollutant loading, flue gas flow rate, 

temperature, and moisture content) were also very limited for all four combustor design 

categories. The data that were available did not show appreciable differences in emissions 

between combustor types. Consequently, combustor design categories were combined to provide 

a large pool of emission factors and cost algorithm inputs for the impacts analysis. While some 

small variations in the emissions and cost inputs exist for different combustor types, these 

differences were not considered significant, particularly when compared to the effects of fuel 

type and combustor heat input parameters. 

One exception was made to the combination of combustor types in the development of 

model units. The wall-fired/pulverized coal combustor type for wood and coal boilers was kept 

separate from the fluidized bed combustor type because it was thought that fuel switching could 

be done more economically on wall-fired/pulverized coal boilers. However, the differences in 

combustor type could not be incorporated into the fuel-switching impacts analysis. It is expected 

that such differences in combustor type would be insignificant to costs when compared to other 

factors, such as the cost of fuel. Therefore, the separate model units made for coal and wood 

“wall-fired/pulverized coal” combustors could be combined back with all the other models. 

These coal and wood model units were not actually recombined, but the same emission factors 

and cost input parameters were used in the impacts analysis for both combustor types. 

Most process heaters are gas- or liquid-fired, and were assigned to the appropriate model 

unit without considering any combustor design differences. However, a few heaters do use wood 
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as a fuel. These heaters were assigned to the wood model units that include the “Other” 

combustor design type, although the emission factors and other parameters are not distinguished 

according to combustor design. 

2.3 Model Unit Capacity Ranges 

This section describes the creation and refinement of general model unit capacity ranges 

and assumptions used to assign model unit capacity ranges to the boilers and process heaters in 

the population database. 

2.3.1 Creation of Model Unit Capacity Ranges 

For the impacts analysis, model unit capacity ranges were determined based on review of 

available capacity data in the population database as well as a review of the New Source 

Performance Standard (NSPS) for industrial, commercial, and institutional boilers, which has 

four capacity ranges: 0- 10, 10-100, 100-250, and >250 MMBtu/hr. To be consistent with the 

NSPS, the same four capacity ranges were used in this analysis. The SCC description in the 

Inventory component of the population database often indicates capacity range data of ‘L< 10 

Million Btdhr” or “1 0- 100 Million Btdhr”, which integrates well with these four capacity 

ranges. 

Capacity data in the Inventory component of the population database are contained in the 

fields ”Capacity”, “Capacity Units”, and “Capacity Range”. The “Capacity” field contains 

numerical capacity data and the “Capacity Units” field provides the corresponding units of 

measure for these numerical data. The “Capacity Range” field contains information included in 

the SCC description, such as “1 0- 100 Million Btu/hr”, which would indicate that the unit has a 

capacity in the range of 10- 100 MMBtu/hr, although the actual value is not reported in the SCC 

description. The numerical capacity data were assumed to be more accurate than the capacity 

range data from the SCC description because the numerical data would have been expressly 

indicated by each facility for inclusion in the original data source. Approximately 40% of boilers 

in the Inventory component of the population database do not have numerical capacity data in 

units of MMBtdhr. For the boilers with no numerical capacity data at all or with numerical 

capacity data in units other than MMBtdhr, data from the ”Capacity Range” field which 

indicated ”< 10 Million Btu/hr” or “1 0-1 00 Million Btdhr” were used to determine which model 
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unit capacity range to assign to the boilers, even though exact capacity values were not known. 

Having model unit capacity ranges of 0- 10 and 10- 100 MMBtdhr allowed approximately 9,900 

additional boilers to be assigned model unit capacity ranges, based on available SCC description 

capacity range data. 

2.3.2 Assignment of Model Unit Capacity Ranges to Boilers 

Boilers Ori,qinatin,q fiom ICCR Inventory Database. Numerical capacity data in the 

Inventory and Survey components of the population database are available in approximately 55 

different units of measure. Review of capacity data for boilers in the Inventory component 

determined that approximately 90% of the boilers with the “Capacity” field populated had 

capacity values in units of MMBtdhr, the preferred units of measure. These actual capacity 

values were used to assign one of the four model unit capacity ranges to each boiler. Of the 

remaining boilers with capacity data in units other than MMBtdhr plus the boilers without 

capacity data, about 60% had a capacity range from the SCC description of either ‘‘< 10 

MMBtu/hr” or “10-100 MMBtu/hr”. These capacity range data in the SCC description were 

used to assign a model unit capacity range of 0-10 or 10-100 MMBtdhr to these boilers. Section 

5.1 describes how boilers that could not be assigned a model unit capacity range were 

incorporated into the model units. 

Boilers Originating from ICCR Survev Database. Review of capacity data for boilers in 

the Survey component determined that approximately 70% of the boilers with a capacity field 

populated had capacity values in units of MMBtdhr. For those boilers with capacity values in 

units of measure other than MMBtdhr, the capacities were converted into units of MMBtdhr 

whenever possible. Units of measure that were converted to MMBtdhr include: 1000 lb of 

steam/hr; lb of steadhr;  gallordminute of number 2 fuel oil; tordday of wood; lbkr  of wood; 

tordyear of wood; tordhour of wood; horsepower; and kilowatts. Appendix B provides the 

equations used to convert these units of measure to MMBtu/hr and also references the sources of 

conversion constants used in the equations. The conversion of capacity data from other units of 

measure to MMBtdhr allowed an additional 29% of boilers from the Survey database to be 

assigned a model unit capacity range. Section 5.1 describes how boilers that could not be 

assigned a model unit capacity range were incorporated into the model units. 
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2.3.3 Revision of Model Unit Capacity Range Assignments for Certain Boilers 

For boilers that either originally had capacity data in MMBtukr or whose capacity values 

had been converted into MMBtu/hr, the capacity values ranged from .0001 to 14,646,000 

MMBtdhr. Capacity values above 1,300 MMBtdhr in the Inventory component of the 

population database were not used in calculating model unit average capacities, based on the 

typical range of actual capacities for industrial, commercial, and institutional boilers. However, 

these boilers were not removed from the population database and were included in all subsequent 

analyses based on the population database. Section 5.1 discusses how these boilers were 

incorporated into the model units. 

Capacity values above 1.300 MMBtdhr which originated from the ICCR Survey database 

were reviewed to determine if an ICR respondent had misinterpreted the question relating to 

capacity, such as entering 1,000,000 on the survey form in the box for MMBtdhr, instead of 1 

MMBtdhr. This review also identified some data entry errors, such as entering 8,350 in the 

Survey database when 83.50 was entered in the box for MMBtdhr on the survey form. Based on 

this review, a few of the capacity values greater than 1,300 MMBtdhr were revised to lower 

capacities. The corrected capacity values were used to assign model capacity ranges to these few 

boilers and were used in calculating model unit average capacities. Those boilers in the Survey 

component with capacity values greater than 1,300 MMBtu/hr that could not be resolved were 

not removed from the population database and the boilers were used in all subsequent analyses 

based on the population database. However, their capacities were not used in the calculation of 

model unit average capacities. Section 5.1 discusses how these boilers were incorporated into 

the model units. 

2.3.4 Assignment of Model Unit Capacity Ranges to Process Heaters 

Capacity data for indirect-fired process heaters were analyzed during the development of 

an EPA process heater database. Capacity data in units of MMBtdhr were retained and capacity 

data in other units of measure were converted to units of MMBtdhr, when possible. Further 

information concerning the review and conversion of process heater capacity data is provided in 

the memorandum Emissions of Hazardous Air Pollutants From Process Heaters at Major and 

Area Sources.8 Initially, capacity range information provided in the SCC description was not 

considered. But for the purpose of assigning model unit capacity ranges to process heaters in the 
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population database. the “Capacity Range” field in the Inventory component was reviewed for 

those process heaters without numerical capacity data in MMBtu/hr. These capacity range data, 

along with the numerical capacity data originally provided in the EPA process heater database, 

were used to assign model unit capacity ranges to process heaters in the population database, in 

the same manner as for boilers. Of the 14,108 process heaters in the population database that 

were assigned a model unit material combination, 5,934 process heaters do not have numerical 

capacity data in MMBtdhr or capacity range data from the SCC. Section 5.4 discusses how 

these process heaters were incorporated into the model units. 

2.4 Limited Use Units 

A review of the information available for boilers shows that a number of units are back- 

up. emergency. or peaking units that operate infrequently. Back-up or emergency units only 

operate if another boiler that is the regular source of energy or steam is not operating (for 

example, during shutdown for maintenance and repair). Peaking units operate only during peak 

energy use periods, typically in the summer months. The population database indicates that these 

infrequently-operated units typically operate 10 percent of the year or less. These limited use 

units, when called upon to operate, must respond without failure and without lengthy periods of 

start-up. As such, their use and operation are different than those of typical industrial, 

commercial, and institutional boilers. Consequently, separate model units were created to 

represent these limited use units. 

The population database was reviewed to identify which non-limited use model units had 

been assigned combustion units that were considered limited use. A total of 35 model units were 

identified, resulting in 35 additional model units being created to represent limited use units. The 

non-limited use and limited use units have the same basic model characteristics, so the model 

unit parameters for the non-limited use units were also used for the limited use units. Table 3-1 

and Appendix D include the limited use model units (model numbers 47 through 83) and their 

model unit parameters. 

Limited use boilers and process heaters in the Inventory and Survey components of the 

population database were mostly identified by reviewing the hours of operation per year data. 

Boilers and heaters that were indicated to operate less than 876 hours per year (which is 10% of 

the total number of hours in a year) were flagged as being limited-use. In addition, combustor 
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description information was searched for keywords such as “stand-by”, “emergency”, and 

“auxiliary” to determine additional limited-use units. 

3.0 ADDITIONAL PARAMETERS WHICH DEFINE MODEL UNITS 

In order to perform emissions and costs analyses, additional model unit parameters, such 

as average capacity, annual capacity factor, exhaust air temperature, exhaust flowrate, and 

exhaust moisture content, were developed. This section discusses the development of these types 

of model unit parameters. 

3.1 Average - Capacity 

Average capacities for each model unit were calculated from capacity data in units of 

MMBtu/hr in the population database. For those boilers in the Inventory component of the 

population database that do not have numerical capacity data in MMBtdhr, but have capacity 

range data in MMBtu/hr from the SCC description, a capacity value was calculated using boiler 

distribution information from a previous EPA report.’ 

The EPA report, Population and Characteristics of Industrial/Commercial Boilers in the 

U.S.9, provides a distribution of the national boiler population of coal, oil, and natural gas boilers 

with capacities between 0 and 100 MMBtu/hr. This distribution of boilers is provided for 

intermediate capacity ranges of: 0-0.4; 0.4- 1.5; 1.5- 10; 10-25; 25-50; and 50- 100 MMBtuThr. 

The mid-point values of the capacity ranges were assigned to those boilers with SCC capacity 

range data of 0-1 0 or 10- 100 MMBtu/hr only. For example, the reportg indicated that for gas 

boilers between 0-10 MMBtu/hr, 56% are between 0-0.4 MMBtu/hr, 33% are between 0.4-1.5 

MMBtdhr, and 11% are between 1.5-10 MMBtdhr. Therefore, out of an approximate 2,400 gas 

boilers with the capacity range 0- 10 MMBtdhr in the population database, 1,344 boilers would 

be assumed to have a capacity of 0.2 MMBtdhr, the midpoint of the 0-0.4 MMBtdhr range. 

Likewise, 792 gas boilers would be assumed to be 0.95 MMBtdhr and 264 would be assumed to 

be 5.75 MMBtdhr. This method gives average capacity results more representative of the 

national boiler population capacity distribution than a method which assumes that all 2,400 gas 

boilers have a capacity value of 5 MMBtu/hr, the midpoint of the 0-10 MMBtdhr range. Coal 

and fuel oil boilers with SCC capacity range data were handled in the same manner as the gas 
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boilers. The distribution for fuel oil boilers was used for both residual and distillate fuel oil 

boilers. 

The calculated capacities based on SCC capacity ranges were averaged with the real 

boiler capacity data in MMBtdhr to calculate average capacities for the model units. The boiler 

population report’ does not provide distribution data for non-fossil boilers. Therefore, for model 

units with fuel types other than “gas”, “coal”, “distillate liquid fossil fuel”, and “residual liquid 

fossil fuel”, the average capacities were calculated using only the actual capacity data available in 

the population database. The majority of information on wood and non-fossil boilers was 

provided in the Survey component of the population database, which has more complete capacity 

data. 

3.2 Average Annual Capacity Factor 

Average annual capacity factors (percent of rated design heat input capacity) were 

calculated from available capacity utilization data in the population database. The Survey 

component of the population database contains a “Typical Operating Rate” field populated from 

ICR questionnaire responses. Respondents indicated if the typical operating rate of their 

combustion unit, expressed as percent of rated design capacity, was in one of the following 

ranges: “0-20”, “20-40”, “40-60”, “60-80”, “80- loo”, or ‘‘> 100”. Of the boilers in the Survey 

component of the population database which had been assigned to a model unit, 97% had typical 

operating rate data. In the Inventory component of the population database, operating rate data in 

units of percent capacity were available for only approximately 150 boilers. These boilers were 

assigned a corresponding capacity utilization range from the Survey database (for example, an 

operating rate of 70 percent of capacity was assigned the range “60-80”). 

An average capacity factor, weighted by the number of boilers in each capacity utilization 

range, was calculated for each model unit. The midpoint of each boiler’s range was used as the 

boiler’s capacity utilization value. For example, if 50 boilers assigned to a given model unit had 

the capacity utilization range of “40-60%”, 20 boilers had “60-SO%”, and 10 boilers had “80- 

1 OO%”, then the weighted average annual capacity factor for that model unit would be 60 percent 

of rated design capacity. 
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For model units that did not have any assigned boilers with available capacity utilization 

data. an average annual capacity factor was assigned based on the factor for a similar model unit. 

For example, for the model unit defined by “coal”, “wall-fired/pc”, and “0- 10 MMBtu/hr”, an 

average annual capacity factor of 70% was assigned, based on the calculated average annual 

capacity factor of 70% for the model unit defined by “coal”, “fluidized bed/stoker/do/other”, and 

“0- 10 MMBtdhr”. A subsequent analysis comparing fuel usage reported in Department of 

Energy (DOE) reports to values from the population database indicated that some revisions 

needed to be made to the population database and typical capacity utilizations.’ As a result of the 

revisions. an average annual capacity factor of 60% was assigned to all coal, distillate, and 

residual fossil fuel model units. 

3.3 Excess Air and Exhaust Temperature 

Information concerning excess air (in percent) and exhaust temperature (in degrees 

Fahrenheit (F)) was reviewed in two EPA publications on fossil fuel industrial boilers” and non- 

fossil fuel industrial boilers.” Based on review of these documents, gas and distillate oil model 

units were assigned a typical excess air value of 15% and an exhaust temperature of 350 degrees 

F. Residual oil model units were assigned a typical excess air value of 15% and an exhaust 

temperature of 400 degrees F. Coal model units less than 400 MMBtdhr were assigned a typical 

excess air value of 50% and an exhaust temperature of 400 degrees F. Coal model units greater 

than 400 MMBtu/hr were assigned a typical excess air value of 30% and an exhaust temperature 

of 400 degrees F. Model units with non-fossil material combinations were assigned a typical 

excess air value of 50% and an exhaust temperature of 400 degrees F. 

3.4 Exhaust Flowrate, Moisture and Percent Oxygen 

Information on exhaust gas flowrate, moisture content, and percent Oxygen for boilers 

and process heaters are limited, and in most cases, not available. Therefore, these parameters 

were calculated from the combustion kinetics of burning the primary fuels. For this calculation, 

the Hydrogen, Carbon, Nitrogen, Oxygen, and water composition of the primary fuel is 

necessary. 

For model units with material combinations which are not “coal”, “gas”, “distillate liquid 

fossil fuel”, “residual liquid fossil fuel”, or “wood”, the fuel use data in the population database 
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were used to determine the material(s) that best represents the material combination. For 

example, for the material combination “coal/wood/non-fossil liquidhon-fossil solid”, a 

combination of 50% coal and 50% wood was determined to be most representative. For the 

material combinations “gas/wood/other biomass/liquid fossil fuel” and “wood/other 

biomasdnon-fossil liquidhon-fossil solid”, a fuel type of 100% wood was determined to be most 

representative. Representative materials were determined by reviewing fuel data in the 

population database for all the units assigned these material combinations. For the material 

combination “non-fossil liquidhon-fossil solid/gas”, the exhaust flowrate was estimated by using 

the highest flowrate calculated for the typical fuels included in this material combination. 

3.4.1 Exhaust Flowrate, Moisture and Percent Oxygen for Gas Model Units 

Natural gas average material analysis data (in percent by weight) were obtained for 

Hydrogen, Carbon, Nitrogen, and Oxygen.’* These average percentages and the elements’ 

molecular weights were used to calculate the theoretical amount of Oxygen (in moles per 

hundred pounds of fuel (mole11 00 lb fuel)) necessary for the combustion of natural gas. An 

average heating value in Btu/lb for natural gas was also obtained. ’’ The ratio of Nitrogen to 

Oxygen in the atmosphere, the average heating value for natural gas, and,the excess air 

percentage and exhaust temperature (discussed in Section 3.3) for gas model units were used to 

calculate the exhaust flowrate (actual cubic feet per minute (acfm)), exhaust moisture content 

(%), and exhaust Oxygen content (% dry) for gas model units. An example calculation is 

provided in Appendix C. 

3.4.2 Exhaust Flowrate, Moisture and Percent Oxygen for Wood Model Units 

Wood average material analysis data (in percent by weight) were obtained for Hydrogen, 

Carbon, Water, Nitrogen, Oxygen, and Ash.” The average percentages for Hydrogen, Carbon, 

Nitrogen, and Oxygen, in addition to the molecular weights for these elements, were used to 

calculate the theoretical amount of Oxygen (mole/lOO lb fuel) necessary for the combustion of 

wood. An average heating value in Btu/lb for wood was also obtained.” The ratio of Nitrogen to 

Oxygen in the atmosphere, the average heating value for wood, and the excess air percentage and 

exhaust temperature (discussed in Section 3.3) for wood model units were used to calculate the 

exhaust flowrate (acfm), exhaust moisture content (%), and exhaust Oxygen content ( O h  dry) for 
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wood model units. These parameters were also applied to model units with “gas/wood/other 

biomasdliquid fossil fuel” and “wood/other biomasdnon-fossil liquidhon-fossil solid” material 

combinations, because wood was determined to be most representative of these. These 

calculations were performed in the same manner as for gas model units, as described in Section 

3.4.1 and demonstrated in Appendix C. 

3.4.3 Exhaust Flowrate, Moisture and Percent Oxygen for Fuel Oil Model Units 

Residual oil average material analysis data (in percent by weight) were obtained for 

Sulfur. Hydrogen and Carbon.” These average percentages and the elements’ molecular weights 

were used to calculate the theoretical amount of Oxygen (mole/lOO lb fuel) necessary for the 

combustion of residual oil. An average heating value in B t d b  for residual oil was also 

obtained. 

residual oil. and the excess air percentage and exhaust temperature (discussed in Section 3.3) for 

residual liquid fossil fuel model units were used to calculate the exhaust flowrate (acfm), exhaust 

moisture content (%), and exhaust Oxygen content (YO dry) for residual liquid fossil fuel model 

units. These parameters were calculated in the same manner for distillate liquid fossil fuel model 

units, but using the exhaust temperature determined for distillate oil. 

The ratio of Nitrogen to Oxygen in the atmosphere, the average heating value for 

3.4.4 Exhaust Flowrate, Moisture and Percent Oxygen for Coal Model Units 

Bituminous and sub-bituminous coal average material analysis data (in percent by weight) 

were obtained for Carbon, Hydrogen, Nitrogen, Sulfur, and Oxygen.’* These average 

percentages and the elements’ molecular weights were used to calculate the theoretical amount of 

Oxygen (mole/lOO lb fuel) necessary for the combustion of coal. An average heating value in 

Btu/lb for coal was also obtained. I’ The ratio of Nitrogen to Oxygen in the atmosphere, the 

average heating value for coal, and the excess air percentages and exhaust temperature (discussed 

in Section 3.3) for coal model units were used to calculate the exhaust flowrate (acfm), exhaust 

moisture content (%), and exhaust Oxygen content (% dry) for coal model units. These 

parameters were calculated separately for excess air percentages of 30% and 50%, to reflect the 

different capacity ranges for coal model units. In addition, these three parameters were 

calculated for model units with material combination “coal/wood/non-fossil liquidhon-fossil 
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solid“ by averaging the parameters calculated for wood and coal. This calculation reflects that 

this material combination is best represented by 50% coal and 50% wood. 

3.4.5 Exhaust Flowrate, Moisture and Percent Oxygen for Non-fossil Model Units 

In order to develop typical parameters for the non-fossil model units, a representative fuel 

type had to be selected. The percent fuel input data for these units from the Survey component of 

the population database were reviewed to identify the main types of non-fossil materials included 

in these models. Many of the non-fossil materials were burned at very low percentages so that 

the main fuel inputs were comprised of mostly wood, biomass, or natural gas. The non-fossil 

materials burned at the highest input percentages, paper and tires, were chosen as being 

representative of the non-fossil model units. The ultimate fuel analyses for these materials were 

compared to the other materials, such as biomass, and it was determined that calculating model 

flowrates using paper or tires as a representative fuel would result in flowrates similar to those 

calculated for other model units. Therefore, average material analysis data (in percent by weight) 

for paper and tires were obtained from the ICCR Materials Analysis Database13 for Carbon, 

Hydrogen, Nitrogen, Oxygen, and Sulfur. These average percentages and the elements’ 

molecular weights were used to calculate the theoretical amount of Oxygen (mole/100 lb fuel) 

necessary for the combustion of paper or tires. Average heating values in Btdlb for paper and 

tires were also obtained from the Materials Analysis Databa~e.’~ The ratio of Nitrogen to 

Oxygen in the atmosphere, the average heating value for these two non-fossil fuels, and the 

excess air percentages and exhaust temperature (discussed in Section 3.3) for non-fossil model 

units were used to calculate the exhaust flowrate (acfm), exhaust moisture content (YO), and 

exhaust Oxygen content (YO dry) for non-fossil model units. The calculated exhaust flowrate for 

tires was higher than that for paper, so, to be conservative, the exhaust flowrate, exhaust moisture 

content, and exhaust Oxygen content for tires were used to represent model units with the 

material combination “non-fossil liquidhon-fossil solid/gas”. 

3.5 Final General Model Units 

Based on the review of available fuel, combustor design, and capacity data in MMBtu/hr 

in the population database, 81 general model units were developed. These model units are 

identified by model numbers 1 through 83 (models 51 and 71 were later determined to be 
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Table 3-1. General Model Unit Parameters (Continued) 

I 

2 

3 

4 

5 

6 

7 

8 

9 

10 

1 1  

12 

13 

unnecessary, but re-numbering models was not feasible at that point). Table 3-1 provides the 

parameters that define the general model units and the number of boilers and process heaters 

assigned to each one. Appendix D provides the additional parameters, such as exhaust flowrate, 

that were calculated for each of the general model units. Approximately 16% of boilers did not 

have adequate capacity data to be assigned to a model unit. Approximately 8% of process 

heaters did not have adequate fuel data and approximately 39% of process heaters did not have 

adequate capacity data to be assigned to a model unit. Section 5.0 discusses how these boilers 

and process heaters were incorporated into the model units. 

Coal Other 0-10 4 60 56 0 

Coal Other 10-100 54 60 553 0 

Coal Other 100-250 166 60 298 0 

Coal Other >250 565 60 116 0 

Coal Wall-fired/PC 0-10 2 60 6 .  0 

Coal Wall-fired/PC 10-100 57 60 46 0 

Coal Wall-firedPC 100-250 186 60 98 0 

Coal Wall-fired/PC >250 600 60 139 0 

CoaliWoodMFF All 0-10 6 57 7 0 
LiquidMFF 
Solid 

Coal/Wood/NFF All 10-100 35 70 66 0 
LiquidMFF 
Solid 

Coal/Wood/NFF All 100-250 173 76 17 0 
Liquid/" F F 
Solid 

CoaliWoodlNFF All >250 565 83 76 0 
LiquidMFF 
Solid 

Gas All 0-10 3 62 16,993 4,374 

Table 3-1. General Model Unit Parameters 
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Table 3-1. General Model Unit Parameters (Continued) 
. .... . . . . . . . . . . 

14 All I O - I O 0  33 63 8,96 1 2,119 

All 100-250 164 64 994 508 

All >250 520 71 447 199 

All 0-10 6 57 25 0 

All I O - I O 0  45 67 93 0 

All 100-250 178 77 32 0 

All >250 394 80 43 0 

All 0-10 3 60 1,131 92 

All 10-100 29 60 462 55 

All 100-250 157 60 46 15 

15 Gas 

Gas 16 

17 Gas/Wood/Other 
Biomass/Liquid 
FF 

Gas/ Woodlother 
BiomassiLiquid 
FF 

GasiWoodiOther 
BiomasdLiquid 
FF 

18 

19 

20 GaslWoodlOther 
B iomassil iqu id 
FF 

21 Distillate Liquid 
FF 

22 Distillate Liquid 
FF 

23 Distillate Liquid 
FF 

24 Distillate Liquid 
FF 

AI I >250 355 60 27 51 

All 0-10 6 62 6 1 

All 10-100 58 69 49 3 

25 NFF Liquid/NFF 

SolidiGas 

26 NFF LiquidNFF 

Solid/Gas 

27 NFF LiquidNFF 

Solid/Gas 

All 100-250 161 64 32 4 

28 NFF Liquid/NFF 

So I id/Gas 

All >250 562 75 21 0 

Other 0-10 5 57 141 6 

Other I O - I O 0  30 64 336 26 

Other 100-250 179 78  57 0 

29 Wood 

Wood 30 

31 Wood 

22 



Table 3-1. General Model Unit Parameters (Continued) 

38 

I 32 I Wood 

WoodiOther 
Biomass/NFF 
Liquid/NFF 
Solid 

tqz+ 
35 Wood 

39 

36 WoodiOther 
Biornass/NFF 
Liquid/NFF 
Solid 

Wood/Other 
BiomassNFF 
Li q u id/N F F 
Solid 

37 WoodiOther 
Biornass/NFF 
L iqu id/NFF 
Solid 

All 

All 

All 

0-10 3 60 306 41 

10-100 37 60 67 1 212 

100-250 172 60 139 66 

All 

Residual Liquid 1 40 1 FF 

>250 547 60 75 17 

1 41 I ;;idual Liquid 

All 

All 

All 

Residual Liquid 1 42 1 FF 

10-100 72 67 23 0 

100-250 158 82 22 0 

>250 419 80 37 0 

I 43 I ;;sidual Liquid 

Other 

Other 

Other 

Other 

1 :4 I Bagasss/Other 

BagasseiOther 

46 BagasseiOther 
~~~ ~~ ~ ~ 

0-10 4 10 35 0 

I O - I O 0  54 I O  47 0 

100-250 466 I O  22 0 

>250 565 10 4 0 50 Coal 

Other I >250 1 449 I 80 1 22 I 0 

Wall-fired/PC 0-10 7 56 14 0 

W al I- fi rediPC I O - I O 0  26 72 32 0 

Ol54-01-0l;model units wpd 



Table 3-1. General Model Unit Parameters (Continued) 
. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 

tej+ 
Coal 

17 I 0 Wall-fired/PC I O - I O 0  

Wall-fired/PC 100-250 

Wall-fired/PC 

3 1 0  

600 I 10 t 10-100 
-I-- 55 CoaliWoodlNFF 

Liquid/NFF 
Solid 

35 I 10 56 CoallWood/NFF 
LiquidlNFF 
Solid 

7- 100-250 -L 57 Coal/Wood/NFF 
Liquid/NFF 
Solid 

1,444 ,+ Other 

Other 100-250 

Other 2250 

All 0-10 

All 10-100 

I 62 I Gas/Wood/Other 2 1 0  6 10 

Gas/Wood/Other 
B i omass/L i q u id 

45 I O  

All 

178 I I o  

64 GasiWoodiOther 
BiomasdLiquid 
FF 

I 00-250 

,t‘ I 65 I GaslWoodiOther 394 10 

r Distillate Liquid -+- Distillate Liquid 1 67 1 FF 
All I O - I O 0  

All +- 22 I 1 I 68 I ~ 3 i l l a t e  Liquid 100-250 
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Table 3-1. General Model Unit Parameters (Continued) 

70 

72 

73 

74 

75 

76 

77 

78 

79 

80 

81 

82 

83 

NFF LiquidMFF All IO-IO0 58  10 3 1 

NFF LiquidMFF All >250 562 I O  1 0 
Sol id/Gas 

Wood Other 0-10 5 I O  13 0 

Wood Other IO-100 30 I O  7 0 

Wood Other 100-250 179 I O  1 0 

Wood W al I-firediPC 0-10 7 I O  2 0 

Wood Wall-firediPC 10-100 26 10 1 0 

WoodiOther All 0-10 7 I O  1 0 
Biomass/NFF 
Liquid/NFF 
Solid 

Wood/Other All 10-100 44 I O  3 0 
BiomassMFF 
LiquidMFF 
Soiid 

Residual Liquid All 0-10 3 I O  1 I7 6 
FF 

SolidiGas 

Residual Liquid All IO-I00 37 10 I83 12 

Residual Liquid All 100-250 172 I O  40 0 

Residual Liquid All 1250 547 I O  4 0 

FF 

FF 

FF 
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4.0 MODEL UNIT CONTROL LEVEL DETERMINATION 

The 8 I general model units were developed based on fuel, combustor design, and 

capacity data in the population database. These general model units were further divided to 

incorporate control devices that are included in the existing population. Developing model units 

with various levels of typical emission controls was necessary to calculate baseline emissions and 

cost and emissions impacts. This section discusses the development of the control level model 

units from the general model units. 

4.1 Creation of Model Unit Control Levels 

Air pollution control device (APCD) data were available for approximately 18,800 of the 

35,833 boilers that were assigned to the general model units. The existing control devices were 

grouped into ten basic control device categories: cyclone, electrostatic precipitator, packed 

scrubber, wet scrubber, duct sorbent injection, activated carbon injection, furnace sorbent 

injection, spray dryer, fabric filter, and no control. Controls such as low NO, burners, over-fire 

air, and fuel-low sulfur content were assumed to have no effect on HAP emissions and were 

included in the “no control” category. Control device grouping and efficiencies are discussed in 

another memorandum. ‘‘>I5 The APCD data were reviewed to determine control device 

combinations that would accurately represent each model unit’s control level. The following 17 

model unit unique control combinations were developed, based on information in the population 

database and engineering judgement: 

Cyclone; 

Cyclone/Packed Scrubber; 

Electrostatic Precipitator; 

Electrostatic Precipitator/Activated Carbon Adsorption; 

Electrostatic Precipitator/Duct Sorbent Injection; 

Electrostatic PrecipitatodFurnace Sorbent Injection; 

Electrostatic Precipitator/Spray Dryer; 

Electrostatic PrecipitatoriPacked Scrubber; 

Electrostatic PrecipitatodWet Scrubber; 
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a Fabric Filter; 

a Fabric Filter/Duct Sorbent Injection; 

a Fabric FiltedFurnace Sorbent Injection; 

e Fabric Filterispray Dryer; 

e Fabric Filter/Wet Scrubber; 

a No Control; 

a Packed Scrubber; and 

e Wet Scrubber. 

4.2 Assigning Model Unit Control Levels to Boilers and Process Heaters 

Air pollution control device data are contained in a ”Control Device Code” field in both 

the Inventory and Survey components of the population database. The control device codes 

correspond to control device descriptions, provided in a reference table in the database. 

Combustion units with APCD data may have one or more control device codes associated with 

them. For example, a boiler with the codes 0 16 and 04 1 has a fabric filter and dry limestone 

injection as control devices. Many combustion units in the Inventory Component of the 

population database have the control device code 000, which indicates that a unit does not have 

any type of control device. 

Because there was such a large number of combustion units in the Inventory component 

of the population database that did not have control device information, making an assumption 

that all these units were uncontrolled would have skewed the analysis. In many cases, almost all 

units from an entire state would have missing control device information (as provided in the 

original data sources). For the purposes of developing model units, it was assumed that the units 

without control information would have similar controls to the units that had control information 

available. Therefore, the units from the Inventory component of the population database without 

control information were distributed into the control level model units, as described in Section 

5.0. However. combustion units without a control device code in the Survey component of the 

population database were assumed to be uncontrolled and were assigned the model unit control 

level of “No Control”. This assumption was made because the Survey database is a compilation 

of responses to an ICR questionnaire which did not include a check box or a code for a facility to 
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indicate that its combustion unit does not have a control device. Therefore, a blank response is 

assumed to indicate that the unit does not have a control device. 

4.3 Final Control Level Model Units 

Based on the review of available APCD data in the population database, 283 control level 

model units were developed from the 8 1 general model units. These model units are identified 

by the general model numbers 1 through 83 (minus 51 and 71) followed by letters a, b, c, and so 

on, depending on the number of control levels created for a given general model unit. For 

example, model unit 30, which is defined by Wood, Fluidized Bed/Stoker/Dutch Overdother, 10- 

100 MMBtdhr, was subdivided into 30a, 30b, 30c, 30d, and 30e for the corresponding control 

device levels “No Control”, “Cyclone”, “Electrostatic Precipitator”, “Fabric Filter”, and “Wet 

Scrubber”, respectively. Appendix E provides the parameters that define the specific control 

level model units and the number of boilers and process heaters assigned to each one. In addition 

to the percentages of boilers and process heaters that do not have adequate capacity or fuel data 

to be assigned to general model units, approximately 39% of boilers and approximately 34% of 

process heaters do not have adequate control device data to be assigned to a control level model 

unit. Sections 5.2 and 5.5 discuss how these boilers and process heaters were incorporated into 

the model units, respectively. 

5.0 DISTRIBUTION OF COMBUSTION UNITS WITH MISSING DATA 

5.1 Distribution of Boilers Without Capacity Data in MMBtu/hr 

There were approximately 7,100 boilers (that have fuel data) in the population database 

either with capacity data in units of measure other than MMBtdhr that could not be converted 

into MMBtdhr, with capacity data that were determined to be erroneous (as discussed in Section 

2.3.3), or without capacity data at all. These boilers could not be assigned a specific model unit 

capacity range. In order to incorporate these boilers into the impacts analysis, they were 

distributed among the four model unit capacity ranges, based on their material combination and 

combustor design type, and then distributed into the control level model units. 
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First, the percentages of boilers which were assigned to each model unit capacity range 

for each combination of material and combustor design type were determined. For example, for 

non-limited use boilers which have capacity data in MMBtdhr and were assigned the “Coal” 

material combination and “Wall-firedpulverized Coal” combustor design: 2% are 0- 10 

MMBtdhr; 16% are 10-100 MMBtdhr; 34% are 100-250 MMBtu/hr; and 48% are >250 

MMBtdhr. Then, the percentages of boilers with available control device data which were 

assigned to each model unit control level were determined. For example, for non-limited use 

boilers (with known fuel, capacity, and control device data) assigned to “Coal”, “Wall- 

firedipulverized Coal”, and “0-10 MMBtu/hr”, 80% have the control level of “No Control”. The 

number of boilers without capacity data multiplied by these two percentages determined the 

number of boilers distributed into each control level model unit. For example, out of the 6,330 

non-limited use boilers without capacity data, the 324 that are “Coal” and “Wall-firedpulverized 

Coal”, multiplied by 2% and 8O%, results in 5 boilers without capacity data being distributed into 

the control level model unit for non-limited use units defined by “Coal”, “ Wall-firedpulverized 

Coal”, “0- 10 MMBtdhr”, and “No Control”. The percentages of the boiler population which 

were assigned model unit parameters were used to distribute those boilers without capacity data 

in MMBtu/hr into the appropriate control level model units for the purpose of totaling the 

number of boilers in each model unit for the impacts analysis. It was assumed that the boiler 

population in which data were unknown would have the same model unit parameter distribution 

as the known population. 

5.2 Distribution of Boilers Without Control Device Data 

Control device data are not available for approximately 16,700 boilers (although fuel and 

capacity data are available) in the population database. These boilers could not be assigned a 

specific model unit control level, but were distributed into control level model units based on 

percentages of boilers with fuel, capacity in MMBtdhr, and control device data. This 

distribution was done in a similar manner as for boilers without capacity data in MMBtdhr, as 

described in Section 5.1. However, these 16,700 boilers have all the necessary data to be 

assigned to a control level model unit except control device data. Therefore, these boilers were 

distributed into control level model units based only on the percentages of boilers with known 

data that were assigned to each control level model unit (only one step was required). For 



example, for non-limited use boilers assigned the model parameters “Distillate Liquid FF” and 

“10-100 MMBtu/hr” (that have control device data), 96.5% have the control level of “No 

Control”. Out of the 16,700 boilers without control device data, 202 are non-limited use and are 

assigned to “Distillate Liquid FF” and “1 0- 100 MMBtdhr”. Therefore, the number of boilers 

without control device data distributed into the control level model unit for non-limited use units 

defined by “Distillate Liquid FF”, “10-100 MMBtu/hr”, and “No Control” would be 202 

multiplied by 96.5%, or 195 boilers. 

5.3 Distribution of Process Heaters Without Fuel Data 

The 1,140 process heaters in the population database without fuel data constitute 

approximately 8% of the total process heater population. Because the process heaters without 

fuel data constitute a significant percentage of the overall process heater population, they needed 

to be incorporated into model units. Therefore, the 1,140 process heaters were distributed into 

the final control level model units. One difference in the distribution methodology for process 

heaters with unknown data as compared to that for boilers with unknown data was that it was 

assumed that process heaters with unknown data were small heaters, because there are fewer 

process heaters in the higher capacity ranges and these larger heaters would be more likely to 

have complete information in the database. Therefore, the heaters with unknown data were 

distributed into control level model units with the capacity ranges of 0-10 and 10-100 MMBtu/hr 

only. 

First, the percentages of process heaters with available fuel data assigned to each model 

unit material combination were determined. For example, the percentages of process heaters 

(with known fuel data) assigned to the material combinations of “Gas” and “Residual Liquid 

Fossil Fuel” are 92.5% and 5%, respectively. The percentages of process heaters with known 

capacity data assigned to the model unit capacity ranges of 0- 10 and 10- 100 MMBtdhr were then 

determined. For example, for process heaters (with known fuel and capacity data) assigned to 

the material combination of “Gas” and assigned to either “0- 10 MMBtdhr” or “1 0- 100 

MMBtu,”’, 67.5% have the capacity range of “0-10 MMBtdhr” and 32.5% have the capacity 

range of “10-1 00 MMBtdhr”. These two percentages were calculated based on the above 

assumption that process heaters with unknown data are smaller heaters. Finally, the percentages 

of process heaters 
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control level were determined. For example, for process heaters (with known fuel, capacity, and 

control device data) assigned to “Gas” and “0- 10 MMBtdhr”, 96% have the control level of “No 

Control”. The number of process heaters without fuel data multiplied by these three percentages 

determined the number of process heaters distributed into each control level model unit. For 

example, 1,140 multiplied by 92.5%, 67.5%, and 96% resulted in 683 process heaters without 

he1 data being distributed into the control level model unit for “Gas”, “0- 10 MMBtdhr”, and 

“No Control”. The percentages of the process heater population which were assigned model unit 

parameters were used to distribute those process heaters without fuel data into the appropriate 

control level model units for the purpose of totaling the number of process heaters in each model 

unit for the impacts analysis. 

5.4 Distribution of Process Heaters Without Capacity Data in MMBtu/hr 

Heat input capacities in MMBtdhr or SCC capacity range data were not available for 

5,934 of the 14,108 process heaters with fuel data in the population database. These process 

heaters were distributed into the appropriate control level model units based on percentages of 

process heaters with known data. This distribution was done in a similar manner as for those 

process heaters without fuel data, as described in Section 5.3. However, these 5,934 process 

heaters have fuel data, and therefore, only the percentages of heaters in each model unit capacity 

range and control level are needed for the distribution. For example, for process heaters with 

fuel and capacity data that are assigned to “Gas” and assigned to either “0-10 MMBtdhr” or “10- 

100 MMBtdhr”, 67.5% have the capacity range of “0-10 MMBtdhr”. For process heaters with 

fuel, capacity, and control device data that are assigned to “Gas” and “0-1 0 MMBtu/hr”, 96% 

have the control level of “No Control”. Out of the 5,934 process heaters without capacity data in 

MMBtdhr, 5,495 are gas heaters. Therefore, the number of process heaters without capacity 

data in MMBtdhr that were distributed into the control level model unit defined by “Gas”, “0-10 

MMBtdhr”, and “No Control”, would be 5,495 multiplied by 67.5% and 96%, or 3,561 process 

heaters. 

5.5 Distribution of Process Heaters Without Control Device Data 

Control device data are not available for 5,183 process heaters (that have fuel and 

capacity data) in the population database. These process heaters could not be assigned a specific 
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model unit control level, but rather, were distributed into control level model units based on 

percentages of process heaters with fuel, capacity i n  MMBtdhr, and control device data. This 

distribution was done in a similar manner as for those process heaters without capacity data in 

MMBtdhr, as described in Section 5.4. However, these 5,183 process heaters have all the 

necessary data to be assigned to a control level model unit except control device data. Therefore, 

these process heaters were distributed into control level model units based only on the 

percentages of process heaters with known data that were assigned to each control level model 

unit (only one step was required). For example, for process heaters assigned the model 

parameters of “Distillate Liquid Fossil Fuel” and “0-1 0 MMBtdhr“, 90% have the control level 

of “No Control”. Out of the 5,183 process heaters without control device data, 59 are assigned 

the model parameters of “Distillate Liquid Fossil Fuel” and ”0-1 0 MMBtdhr”. Therefore, the 

number of process heaters without control device data distributed into the control level model 

unit defined by “Distillate Liquid Fossil Fuel”, “0- 10 MMBtdhr”, and “No Control” would be 59 

multiplied by go%, or 53 process heaters. 

5.6 Summary of Distribution of Boilers and Process Heaters and Final Model Units 

Overall, 55% of boilers (that have fuel data available) and 80% of process heaters in the 

population database could not be assigned to a control level model unit. Because the units with 

missing information span all locations and types of units, it is assumed that the parameters for 

these units would be similar to the parameters represented by the units with all information 

available. Therefore, these boilers and process heaters were distributed into the control level 

model units based on the distribution of boilers and process heaters with known fuel data, 

capacity data in MMBtdhr, and control device data. Appendix F-1 provides the number of 

boilers and process heaters that were actually assigned to each control level model unit, the 

number of units that were distributed into each control level model unit, and the total number of 

units associated with each control level model unit. In addition, Appendix F-2 provides these 

numbers of boilers and process heaters summed per general model unit. 
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Appendix A 

ICR Questionnaire Boiler Design Options 

5. Description 

a. Boilers (indicate all that apply) 
Field-erected 
Package 
Water tube 
Fire tube 
Dutch Oven 
Coil Tube 
Cell Type 
Pulverized Coal 
Moving Grate Stoker 
Spreader Stoker 
Vibratory Stoker 
Circulating Fluidized Bed 
Bubbling Fluidized Bed 
Mass Feed 
Pneumatically fed 
Under Feed 
Semi-suspension 
Full suspension 
Wet Bottom 
Dry Bottom 
Wall-Fired 
Tangentially-Fired 
Cyclone-Fired 
Fixed Grate 
Natural Draft 
Forced Draft 
Induced Draft 
Balanced Draft 
Air Preheat 
Coal converted to liquid or gas 
Other: 
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Appendix B 

Equations for Capacity Conversions 

1. To convert 1000 Ib of s teadhr  to MMBtdhr (Steam, pages 2-2,2-3)”: 

1.15 MMBtu 
1000 lb of steam 

- 1150 Btu I MMBtu I 1000 lb of steam - 

lb of steam I lo6 Btu I 1000 lb of steam 

2. To convert Ib of steam/hr to MMBtdhr (Steam, pages 2-2, 2-3)”: 

1150 Btu I MMBtu 
lb of steam 1 lo6 Btu 

- - 0.001 15 MMBtu 
lb of steam 

3. To convert gallodminute of #2 fuel oil to MMBWhr (Steam, page 8-15)”: 

8.32 MMBtu/hr - 19.460 Btu I 7.13 lb I MMBtu I 60 min - 

lb 1 gal 1 lo6 Btu j hr gal 

4. To convert todday of wood to MMBtu/hr (Steam, page 8-1 8)a: 

0.719 MMBtdhr - - 8.623 Btu I MMBtu I2000 lb I day 
Ib I 106 Btu 1 ton 124 hr Ib 

5. To convert lb/hr of wood to MMBtdhr (Steam, page 8-18)”: 

8.623 Btu I MMBtu 
lb 1 106Btu 

0.0086 MMBtu 
lb 

- - 

6. To convert todyr of wood to MMBtu/hr (Steam, page 8-1 8)”: 

0.002 MMBhu‘hr - - 8,623 Btu I MMBtu I 2000 lb I y r 
lb 1 106Btu 1 ton 18,760 hr lb 

7. To convert todhr of wood to MMBtu/hr (Steam, page 8-18)”: 

17.25 MMBtu - - 8,623 Btu I MMBtu I 2000 lb 
lb I lo6 Btu I ton lb 
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8. To convert horsepower to MMBtdhr (Steam, pages T-3, T-17)": 

0.003 MMBtu/hr - - 42.44 I Btu I 60 min I MMBtu I 
I min I hr I lo6 Btu I 0.85 hP 

9. To convert kilowatts to MMBtu/hr (Steam, pages T-3, T-17)": 

0.0098 MMBtw'hr - 56.91 I Btu I 60 min I MMBtu I - 
1 min I hr I lo6 Btu I 0.35 kW 

a. Steam, Its Generation and Use, 40th edition, Babcock & Wilcox, Inc., Barberton, Ohio, 1992. 
Steven C. Stultz and John B. Kitto, editors. 

0 154-0 1-0 limodel unitswpd 

~. . ~. ~~ ~ 



Appendix C 

Element 

C 

H2 

0 2  

N, 

E x a m p l e  Calcu la t ion  of E x h a u s t  F lowra te ,  M o i s t u r e  a n d  Percent Oxygen f o r  Gas M o d e l  U n i t  

% by Molecular Mole/100 Ib of fuel = Product 
weight Weight (MW) (%/MW) 

70.6 12 5.9 co2 
22.7 2 11.4 H,O 

I .o 32 0.03 --- 

5.7 28 0.2 --- 

Material Analysis Average Values and Average Heating Value for Natural Gas from Stearn" 

Hydrogen (H'?): 
Carbon (C): 
Nitrogen (N?): 
Oxygen to2): 

22.7 % by weight 
70.6 % by weight 

5.7 YO by weight 
1.0 % by weight 

Heating Value: 22,027 Btu/lb 

Ratio of Nitrogen to Oxygen in the Atmosphere 

Ratio: 3.77 moles N2 / 1 mole 0, 

Excess Air and Exhaust Temperature  for Gas Model Units from BIDS',' 

Excess Air: 15 YO 
Exhaust Temperature: 350 deg F 

Calculate Theoretical Oxygen Requirement in Combustion Air 

Calculate Heat Content of Natural  Gas per 100 Pounds of Fuel 

22.027 Btu X 100 X MMBtu = 2.2 MMBtu 
Ib fuel IO0 Ib fuel I O 6  Btu 100 Ib fuel 

Solve for Required Moles of 0,/100 Ib fuel a t  15% Excess Air 

100 X (0, - 11.6) ; 0, = 13.3 moles0,/100 Ibfuel - - 15 
( 1  1.6) 

Calculate Moles of N,/100 Ib fuel in Combustion Air 

Required moles of 
OJ100 Ib fuel 

5.9 

5.7 

-0.03 

11.6 

13.3 moles O2 X 3.77 moles N, = 50.1 moles NJl00 Ib fuel - Nz - 

100 Ib fuel 1 .O moles O2 
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Element/Compound Basis 

co2 5.9 c 
I 

Exhaust (moles/100 Ib fuel) 

5.9 

Calculate Moisture Content in the Exhaust 

Exhaust Moisture (YO) = ( 1  1.4 / 69.3) X 100°/o = 16.5% 

H2O 

0, 

N, 

Total 

Calculate Oxygen Content in the Exhaust 

11.4 H, 11.4 

13.3 - 11.6 1.7 

0.2 + 50.1 50.3 

--- 69.3 

2.9% - Exhaust Oxygen (YO, dry) = 1.7 X 100% - 

69.3- 1 1.4 

Calculate Exhaust Volume using Equation: 
Pressure X Volume = Moles X Constant X Temperature 

Exhaust Volume = 69.3 Ib-moles X 10.73 psia-ft3 X 1 X (350 deg F + 460 deg R )  
100 Ib fuel Ib-mole-deg R 14.7 psia deg F 

Exhaust Volume = 409.73 acf/lb fuel @ 15% excess air 

Convert Exhaust Volume by Multiplying by the Heat Content of Natural Gas 

Exhaust Volume = 409.73 acf X 100 Ib fuel 
Ib fuel 2.2 MMBtu 

= 18,624 acf/MMBtu @ 15% excess air 

Calculate Exhaust Flowrate from Exhaust Volume using Average Capacity (MMBtu/hr) for Model Unit 

Model unit  with capacity range 0-10 MMBtu/hr has average capacity of 2.77 MMBtuhr. 

18,624 acf X 2.77 MMBtu X 1 hr = 859.8 acfm 
MMBtu hour 60 minutes 

- Exhaust Flowrate - 
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’ AppendixD 

Additional Model Unit Parameters 

(See Excel spreadsheet “ModelappD-F.xls”) 
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Appendix E 

Control Level Model Unit Parameters Table 

(See Excel spreadsheet “ModelappD-F.xls”) 
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Appendix E. Control Level Model Unit Parameters 
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Appendix E. Control Level Model Unit Parameters 

14a ~ 

14b 
14c 
14d 
14e 
14f 
15a 
15b 
15c 
15d 
1% 
15f 
16a 
16b 
16c 
16d 
17a 
17b 
17c 
17d 
18a 
18b 
18c 
18d 
18e 
18f 

18g 
19b 
19c 
19d 
19e 
19f 
20a 
20b 
20c 
20d 
20e 
21a 
21 b 
21d 
21e 
22a 

22b 22c 
22d 

23a 
23b 
23d 
23f 
24a 
24d 
25a 
25b 

22g 

All 0-1 0 3 Wet Scrubber 22 22 

Gas . . .  ~~~~~ All 10-1 00 33 Cyclone 57 1 

. . . . . . . . .  ~- All .. 10-100 33 ~ FFNVet Scrubber 6 0 
Gas All 10-100 33 Wet Scrubber 40 2 5  

.. .. - 100-250 164 Cyclone 10 
__ . 100-250 164 ESP 8 0 

Gas ~~ --. - All 100-250 164 FF 4 
Gas All 100-250 164 Wet Scrubber 9 11 
Gas . .  - ~~ 

All >250 520 No Control 224 83 

520 ESP 6 0 
520 ~ -- wet scrubber Gas >-$SO- 4 5 

9 0 
0-10 6 ~ .. Cyclone i o  0 

6 - FF 2 0 
GasiWoodiOther BiornassiLiquid FF All 0-1 0 6 Wet Scrubber 2 0 

. 60 0 
GasiWoodiOther BiornassiLiquid FF --- All 10-1 00 45 

. . .  All . - . .  .. - .. .- 10-1 . - ~ -  00 45 FF 1 0 . 
Gas/Wood/Other BiornassiLIquid FF All ~.~ 10-1 00 45 _ _  FFMiet Scrubber - ...... ._ 1 _ _  i o  . 

Gas/Wood/Other Biornass/Liquid FF All 10-1 00 45 Wet Scrubber 3 0 

.. 4 0 100-250 -~ ~ . ~ .  
GasiWoodiOther BiornassiLiquid FF All 178 !?yc!one ._ 

GaslWoodlOther BiornassiLiquid . . . . . . . . . . . . . . . .  FF All .~~~~~ 100-250 .. 178 CycloneiPacked Scrubber 1 0 
GasiWoodlOther BiomassiLiquid -~ .. FF All --__._____ ~ 100-250 . . ___- 178 -. 11 0 ... 
GaslWoodlO~herBiornassiLiquid - ~~ FF All 100-250 178 ESPiWet Scrubber ---_ - 1 .. 0 
GasiWoodiOther Biornassliiquid FF All 100-250 178 Wet Scrubber 13 0 
GasiWoodiOther Biornass/Liquid FF - All >250 394 Cyclone 4 

0 
Gas/Wood/Other ... __ BiornassiLiquid FF All >250 394 ESPNVet Scrubber 2 0 
GasiWoodiOther BiornassiLiquid FF All >250 394 FF 3 
Gas/Wood/OtTh%r BiomassiL iqXFFp All >250 394 Wet Scrubber 21 0 -  

. ~ ..... - __. ....... All - ~~~ -~ 0-1 ...... 0 3 . No Control 591 33 

~ ~ ~~ ~ 0-1 0 

Distillate Liquid FF All 0-10 3 Wet Scrubber 2 1 
10-100 

691 __ Gas .. ___ All 10-100 33 No Control 4,665 

Gas 
Gas 
Gas 

Gas 
Gas 
Gas 

1 Gas ~ -. . All 100-250 164 E S F i W v p p - p  

... . 

-_ .- - - .~~ 
33 ESP 11 0 

5 
~~ 

.~ 
10-1 00 - All xi 10-1 00 33 FF 

~. . ~ ~ _ ~ ~ - _ _ _ _  
~ 

. . . . .  33 ~- ~-____ ~ _ _ _ _ _ _ _  
_____ 

168 
0 

1 
0 

- .. 
487 .___- 

~ ~ . . .. _._____- All -~ 100-250 ~ 164 __ No Control 

- ..~ . ~ - - ~ _ _ _ _ _ - _ _ _ _ _ _ ~ - ~ - ~  All 
All 
__________ 

~~ ~ ~ .... 

- ~ .  _________ 
~~~. . 

. .  
. . . . . .  All . ~____ >250 ... 520 Cyclone _ 3 . . . .  6 Gas 

Gas 

GasiWoodiOther BiornassiLiquid FF All 0-1 0 6 No Control 
GasiWoodiOther BiornassiLiquid FF ~ All 
GasiWoodiOther BiornassiLiquid FF All 

. All . 10-1 00 _ 45 ~ - _ _ _  No Control GaslWoodiOther BiornassiLiquid FF 
GasiWoodiOther Biornass/Liquid -. FF - - All -~ 10-1 00 45 Cyclone 

GasMioodlOther GasNVood,Other BiornassiLiquid Biornass/Lisuid FF FF . . .  - All -~ .. -. 10-100 --- 45 ESPNVet Scrubber 

. ~ ~ ~- - ~ ~ ~ ~ . 
All All. >250 .. . . . . . . . . . . . .  ~~ 

~~~~ ~- ~ - 
. .  . . . . . .  . . . . .  

... .... - ~- ~- ~~~ ~- ~~ ~ ....... 
0-10 

~~~ . ~. . 

11 0 

0 
1 0 

_--_ .- . . ~-_____--______ 
. . . . . .  .... - ~- ~~ _________- _-____ 

......... 12 ._... . 
ESP -. .~ _ _ ~ - _ _ _ _  

____ _ _ ~  ~- 

. .  .____ 

. . . .  ....... ~. 

0 
~~ _ -  

10 ~ 

GasiWoodlOthe%om&iLiquid -. -~ FF All >250 394 ESP 

~ 

0 -~ - 

~- - - ... -~ Distillate Liquid FF 
Distillate Liquid FF 
Distillate Liquid FF 

251 17 Distillate Distillate Liquid Liquid FF FF . . . . . .  ~_ .... - ~ - -  . - - -- 29 2g No Control ---- All 

10-100 29 ESP 2 0 - . All 
3 0 10-1 00 All 

All 10-1 00 29 Wet Scrubber 2 0 

....... 

All All ~ ~~ ~ ~~~ ~ -~~ 3 ... - Cyclone -~ .. -- 4 1 -- - ....... . . -. 

0-1 0 3 FF ...... - . ~ ~  13 2 -  . 
~~ ~ ~~~ ~ . . . . . . .  

_ _  - ~ 
. . . .  .. ... .. 

Dist,,lateLlquid-FF . 
~ All ---__--__ ..--.. 10-100 ...... Cyclone 2 0 .. 

Distillate Liquid FF 
~. All All . ~_ . . . . .  100-250 . ..--.. 157 _ - ~ ~ ~ - . F F  Cyclone 1 . 0 

Distillate Liquid FF 100-250 ~~ 157 WetScrubber. . _ _  . -~ 1 . . . .  0 

~ _ _ _ ~ ~  - - -- .- ___________ .... 

______ _ _  - .. 29 FF Distil,ate Liquid FF- - ~ 

Distillate Liq;id FF~- ~- 
_ _ _ _ _ _ ~  ~ 

All 100-250 _ 157 28 11 

Distillate Liquid FF All 100-250 157 2 0 

Distillate Liquid FF All >250 355 ESP 1 0 
NFF LiquidiNFF SoIidiGas All 0-10 6 2 1 No Control - 

NFF LiquidiNFF SolidiGas All 0-10 6 Cyclone 4 0 

No Control 
~ .._.. 

Distillate Liquid FF 
. . . . .  . 

Distillate Liquid FF All ~ 2 5 0  355 No Control 20 51 
-~ -~ . . . . . . .  

~ ~~ ~ __ ~. 
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Appendix F-1 

Assigned Units, Distributed Units, and Total Units Associated with 
Control Level Model Units 

(See Excel spreadsheet “ModelappD-F.xls”) 
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Appendix F-l. Assigned Units, Distributed Units, and Total Units Associated with Control Level Model Units 

modelappD-F .xis 1 12/01 



Appendix F-I. Assigned Units, Distributed Units, and Total Units Associated with Control Level Model Units 

~- ~ . . .~. .... 
0- ~~- 

~ . . ~ ~  0 - ~ 

13f 4 5 9 0 
139 4 5 9 0 0 0 
13h 22 29 51 22 I O 6  128 

9,732 691 3.303 3.994 

. .~ . . ..- .~ ~~ ~~ 

51067. . . . - - - _~ - ~~ . ~ ....... _ _ ~ _ _  14a -~ 4,665 
14b 57 - -  ~- 62 119 1 5 6 
14c 11 12 23 0 0 0 
14d 33 36 69 5 24 29 
14e 6 7 13 0 0 0 
14f 40 43 83 25 120 145 
15a 487 555 1,042 168 306 474 
15b 10 11 21 0 0 0 
15c 8 9 17 
15d 2 I 2 3 

. . . . 

~ ~~ ~ .__ ~ _______ 
~ _ _  __ - .- . ~ 

_~___.____ __ _____ 
~ ~ ~- ____ 

~~ 0 . .. 0 ~ ~ 0 ~ -  

c 

I 176 31 II 9 10 19 11 20 
224 I 249 I 473 I 93 
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Appendix F- I .  Assigned Units, Distributed Units, and Total Units Associated with Control Level Model Units 
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h 

80a 34 125 159 2 6 8 
8la 96 199 295 10 13 23 
81-3 3 6 9 0 0 0 
82a 19 44 63 0 0 0 
83a 2 5 7 n n n 

-__-.________.____ 

Appendix F-I. Assigned Units, Distributed Units, and Total Units Associated with Control Level Model Units 

I 1 I I I 

TOTAL 1 19,126 I 23.826 I 42,952 I 2,991 1 12.257 I 15,248 
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Appendix F-2 

Assigned Units, Distributed Units, and Total Units Associated with 
Control Level Model Units - Summed per General Model Units 

(See Excel spreadsheet “ModelappD-F.xls”) 
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Appendix F-2. Assigned Units, Distributed Units, and Total Units Associated with 
Control Level Model Units - Summed per General Model Units 
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Appendix F-2. Assigned Units, Distributed Units, and Total Units Associated with 
Control Level Model Units - Summed per General Model Units 

I 

TOTAL I 19,126 I 23,826 I 42,952 I 2,991 1 12,257 I 15348 
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